
 
 

PILBARA MARINE PORT SERVICES 

 
PRINCIPAL PARTICULARS   MACHINERY & EQUIPMENT 
 
 
Classification :  W.A. Marine & Harbours Main Engines :  Two Detroit 6V92TA 
Flat :  Australian     450 BHP @ 1800 RPM 
Port of Registry :  Port Hedland Propellers :  Two fixed blade 
Year Built :  1991 Generator :  240/440 volt. 
Where Built :  Brisbane (Norman Wright)  :  8 KVA Modern Alternator 
Length Overall :  15.84 Metres  :  driven by Volvo Diesel 
Breadth Moulded :  5.0 Metres 
Max Draft :  1.2 Metres Gearboxes :  Two Twin Disc G/boxes 
Gross Tonnage :  61.22 Tonnes     model MG 5111A 
Nett Tonnage :  31.29 Tonnes Steering Gear :  Electro - Hydraulic 
Fresh Water :  1.00 Tonnes (3 tanks) 
Fuel Capacity  :  2,600 Litres (4 tanks) Aids :  VHF & SSB Radios 
Speed :  (Cruising) 17 Knots  :  Radar, Echo Sounder 
    (Top)  18 Knots.  :  Auto Pilot & GPS, 
Accommodation :  1 x 2 Berths 
    Fully Air-conditioned 
Seating :  10 Persons inside 
    Air-conditioned wheelhouse  

 “PILBARA SKIRMISH”  

“Pilbara Skirmish” 

Pilot Vessel 


